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LUXEOS BEAM 80 RGBW (2700K)
3°  3x60°

Tested By 
DW Windsor Group Laboratory
Hoddesdon
UK

Date 
Nov 2020

Dimensions 
443mm (H) x 420mm (W) x 230mm (D) (including yoke)

Weight
23.4 kgs (51.6lbs)

LUXEOS Beam 80 VIVID COLOUR
ULTRA NARROW LED BEAM FOR ARCHITECTURAL LIGHTING

 3°

Polar Distribution
3° Conical Beam (Native)

3x60°

3x60° Elliptical Beam (With HBS)
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LUXEOS Beam 80 - RGBW (2700K)

Intensities at Distance with native 3° Optics
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LUXEOS Beam 80 - RGBW (2700K)

Intensities at Distance with 3x60° Optics
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LUXEOS Beam 80 - RGBW (2700K)

ISO Candela & ISO Lux diagrams with native 3° Optics 
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LUXEOS Beam 80 - RGBW (2700K)

ISO Candela & ISO Lux diagrams with 3x60° Optics 
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LUXEOS Beam 80 - RGBW (2700K)
Colormetrics RGBW

CIE 1931 CIE 1931 Zoom

Total Lumen Output (Native) : 5712 lm

Efficacy : 32 lm/W

Voltage : 240V

Supply Power : 180W

Supply Power Factor : 0.97
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LUXEOS Beam 80 - RGBW (2700K)
Colormetrics RED

CIE 1931 CIE 1931 Zoom

Red Lumen Output : 980 lm
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CIE 1931 CIE 1931 Zoom

LUXEOS Beam 80 - RGBW (2700K)
Colormetrics GREEN

Green Lumen Output : 2944 lm
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CIE 1931 CIE 1931 Zoom

LUXEOS Beam 80 - RGBW (2700K)
Colormetrics BLUE

Blue Lumen Output : 400 lm
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Colormetrics White 2700K

CIE 1931 CIE 1931 Zoom

LUXEOS Beam 80 - RGBW (2700K)

Should further photometric variations be required, please contact our Head Office.

As part our commitment to continuous improvement PULSAR  may change the specifications of its products without prior notification or public announcement.

All descriptions, illustrations, drawings and specifications in this publication present only general particulars and shall not form part of any contract. 

White 2700K Lumen Output : 2752 lm
CRI: 90


