PULSAR

LuxEOS Flood 18 viviD COLOUR

LED FLOOD FOR ARCHITECTURAL LIGHTING

LUXEOS Flood 18 - RGBA (1700K)
10° 20° 40° 80° 10x60° 60x10°

Tested By

DW Windsor Group Laboratory
Hoddesdon

UK

Date
Nov 2020

Dimensions
350mm (H) x 420mm (W) x 150mm (D) (including yoke)

v1iva DId1dWOL1OHd

Weight
12 kgs (26.46lbs)

Polar Distribution

10° Conical Beam (Native) 20° Conical Beam (with HBS) 40° Conical Beam (With HBS)

10°
80° Conical Beam (With HBS) 10x60° / 60x10° Elliptical Beam (with HBS)

165

10x60° / 60x10°
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PULSAR

LUXEOS Flood 18 - RGBA (1700K)
Intensities at Distance with native 10° Optics

Distance (metre) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
3264 Ix
5100 Ix

9066 Ix

Lux*

Beam center
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Footcandles*

842 fcd

*measured at

center of beam 474 fcd
303 fcd
Beam width (metre) 0.2 m 0.4 m 0.6m 0.8 m Tm
Beam width (feet) 0.6 ft 1.3 1t 1.9 ft 2.5 ft 3.2 ft

Beam intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m

3.3ft 6.6ft 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft 26.2ft ' 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft = 62.3ft | 65.6ft
815931 | 203981x | 9066l | 51001 | 3264ix | 2266k | 1665 | 1275x | 1007k | 816 674ix 567ix 483ix 4161x 363 | 319K 282ix 252ix 2261x 204ix

7580.3fc | 1895.1fc | 842.3fc | 473.8fc | 303.2fc | 210.6fc | 154.7fc | 118.4fc | 93.6fc | 75.8fc | 62.6fc | 52.6fc | 44.9%c | 38.7ic | 33.7fc | 29.6fc | 26.2ic | 23.4fc 21fc 19fc

Intensities in 0° c-plane | _
0° [ 27 3? 4° 5z 6° e 8° 9° 10° 11° 12 13° 14° 155 16° 47 ‘ 18° 19°

81.6K | 80.4K | 76.7K | 70.3K | 60.3K | 47.7K | 34.8K | 23.5K | 14.9K | 93K | 59K | 40K | 30K | 26K | 22K | 19K | 16K | 1.3K ‘ 11K | 0.9K
100% | 99% | 94% | 86% | 74% | 58% | 43% | 29% | 18% | 11% 7% 5% 4% 3% 3% 2% 2% 2% ‘ 1% 1%

Intensities in 90° c-plane
0° 18 9% 3? 4° 5¢ 6° 7 8° 9 (o [ G | 14° | 15° [ 16° | 17° ‘ 18° | 19°

81.6K | 80.4K | 76.7K | 70.3K | 60.3K | 47.7K | 34.8K | 23.5K | 14.9K | 9.3K | 59K | 40K | 30K | 26K | 22K | 19K | 16K | 1.3K | 11K | 09K
100% | 99% | 94% | 86% | 74% | 58% | 43% | 29% 18% 1% 7% 5% 4% 3% 3% | 2% 2% 2% 1% 1%

Intensities in 180° c-plane
0° e 23 3z 4° 5 6° 7 8° 9° 10° 11° | 12 | 18 | 14 | 15° | 16° | 17° | 18° | 19°

81.6K | 80.4K | 76.7K | 70.3K | 60.3K | 47.7K | 34.8K | 23.5K | 149K | 93K | 59K | 40K | 3.0K | 26K | 22K | 19K | 16K | 13K | 1.1K | 0.9K
100% | 99% | 94% | 86% | 74% | 58% | 43% | 29% | 18% 1% 7% 5% 4% 3% 3% | 2% 2% 2% | 1% 1%

Intensities in 270° c-plane
0° 1% o 3° 4° 5° 6° 7 8° 9° 100 | 49® || 420 | 13% | 440 | 15° | q8® | 17 | 48 [ do°
81.6K | 80.4K | 76.7K | 70.3K | 60.3K | 47.7K | 34.8K | 23.5K | 14.9K | 9.3K | 59K | 40K | 30K | 26K | 22K 19K | 16K | 1.3K | 1.1K | 0.9K
100% | 99% | 94% | 86% | 74% | 58% | 43% | 29% | 18% | 1% | 7% | 5% | 4% | 3% | 3% | 2% | 2% | 2% 1% 1%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

11° 18.5° 29.3° 97.3% 95.9%
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PULSAR

LUXEOS Flood 18 - RGBA (1700K)
Intensities at Distance with 20° Optics

Distance (metre) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
1189 Ix
1858 Ix

3303 Ix
Lux* 7433 Ix ‘

Beam center
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Footcandles* 691 fcd

307 fed

*measured at

center of beam 173 fcd
‘ 110 fed
Beam width (metre) 0.3 m 0.6m 09m 1.2m 1.5m
Beam width (feet) 1 ft 1.9 ft 2.9 ft 3.9 ft 4.8 ft

Beam intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m

3.3ftv 6.6ft | 9.8ft | 13.1ft | 16.4ft .19.7ﬂ 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft 49.2ft. 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft

29731ix | 74331x | 33031x | 1858ix | 1189 | 826Ix 6071x 465Ix | 3671 2971x 2461x 2061x 1761x 1521x 1321 1161x 103ix 92ix 82Ix T4ix

2762.1fc | 690.5fc | 306.9fc | 172.6fc | 110.5fc | 76.7fc | 56.4fc | 43.2fc | 34.1fc | 27.6fc | 228fc | 19.2fc | 16.3fc | 14.1%c | 123fc | 10.8fc 9.6fc 8.5fc 7.7 6.9fc

Intensities in 0° c-plane
0° 1° 2° 38 4° 5° 6° 7° [ 8° 9° 10° | 11° | 120 | 13° | 14° | 15° | 16° | 17° | 18° | 19°
29.7K | 29.5K | 28.6K | 27.2K | 25.3K | 23.1K | 20.7K | 18.2K | 15.8K | 13.4K | 11.3K | 94K | 7.7K | 6.3K | 51K | 41K | 33K | 27K | 22K | 1.8K
100% | 99% | 96% | 91% | 85% | 78% | 70% | 61% | 53% | 45% | 38% | 32% | 26% | 21% | 17% | 14% | 11% | 9% | 7% | 6%

Intensities in 90° c-plane
. f
0° i 2° 55 4° 55 6° 7 8° 9° 0% | q4% || A2% | 487 | 14® | 452 | 16° | 17 | 18 [ e
29.7K | 205K | 28.6K | 27.2K | 25.3K | 23.1K | 207K | 18.2K | 15.8K | 13.4K | 11.3K | 94K | 7.7K | 63K | 51K | 41K | 33K | 27K | 22K | 1.8K
100% | 99% | 96% | 91% | 85% | 78% | 70% | 61% | 53% | 45% | 38% | 32% | 26% | 21% | 17% | 14% | 11% | 9% | 7% | 6%

Intensities in 180° c-plane ,
0° 1° 2° 3° 4° 52 6° r | e 9° 10° | 11° | 120 | 13° | 14° | 15° | 16° | 17° | 18° | 19°
20.7K | 29.5K | 28.6K | 27.2K | 25.3K | 23.1K | 20.7K | 18.2K | 15.8K | 13.4K | 11.3K | 94K | 7.7K | 63K | 51K | 41K | 33K | 27K | 22K | 1.8K
100% | 99% | 96% | 91% | 85% | 78% | 70% | 61% | 53% | 45% | 38% | 32% | 26% | 21% | 17% | 14% | 11% | 9% | 7% | 6%

Intensities in 270° c-plane

0° 12 28 3% 4° 5° 6° e 8° 9° 10° e || 2 | 487 | 44® [ as2 | de® || 47 | 48 | <d9®
29.7K | 295K | 28.6K | 27.2K | 253K | 23.1K | 20.7K | 18.2K | 15.8K | 13.4K | 11.3K | 94K | 77K | 63K | 51K | 41K | 33K | 27K | 22K | 1.8K
100% | 99% | 96% | 91% | 85% | 78% | 70% | 61% | 53% | 45% | 38% | 32% | 26% | 21% | 17% | 14% | 1% | 9% | 7% | 6%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

16.8° 33.1° 47.6° 97.0% 94.9%
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PULSAR

LUXEOS Flood 18 - RGBA (1700K)
Intensities at Distance with 40° Optics

Distance (metre) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,1 ft 16,4 ft
234 Ix

Lux* 1461 Ix

Beam center

40°
u\\\\\vm.
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543 fcd
Footcandles* 136 fcd

*measured at
center of beam

‘ 22 ffed
Beam width (metre) 0.8 m 1.5m 23m 3.1m 39m
Beam width (feet) 26 ft 5.1t 7.6 ft 10.1 ft 12.7 ft

Beam intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m

3.3ftv 6.6ft | 9.8ft | 13.1ft | 16.4ft .19.7ﬂ 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft 49.2ft. 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft

58441x | 14611 | 649ix 365Ix 2341x 1621x 1191x 91ix ‘ 721 58Ix 48Ix 411x 35ix 30ix 261x 231 20ix 18ix 16i1x 151x

542.9fc | 135.7fc | 60.3fc | 33.9%c | 21.7fc 15.1fc | 11.1fc 8.5fc 6.7fc 5.4fc 4.5fc 3.8fc 3.2fc 2.8fc 2.4fc 2.1fc 1.9fc 1.7fc 1.5fc 1.4fc

Intensities in 0° c-plane
0° 2° 4 6° 8° 10° | 12° | 14° [ 16° | 18° | 20° | 22° | 24° | 28° | 28° | 30° | 32° | 34° | 36> | 38°

5844 | 5821 | 5741 | 5608 | 5418 | 5170 | 4864 | 4501 | 4093 | 3648 | 3186 | 2728 | 2296 | 1907 | 1573 | 1295 | 1067 881 728 602
62% | 55% | 47% | 39% | 33% | 27% | 22% 18% 15% 12% 10%

100% | 100% | 98% | 96% | 93% | 88% | 83% | 77% | 70%

Intensities in 90° c-plane
0° 2° 4° 6° 8° 107 | a2¢ | a4 | def | 48° | 200 | 220 | 24» | 26” | 28 | B0® | @822 [ 34° | 36 [ ‘88°

5844 | 5821 | 5741 | 5608 | 5418 | 5170 | 4864 | 4501 | 4093 | 3648 | 3186 | 2728 | 2206 | 1907 | 1573 | 1205 | 1067 | 881 | 728 602
100% | 100% | 98% | 96% | 93% | 88% | 83% | 77% | 70% | 62% | 55% | 47% | 39% | 33% | 27% | 22% | 18% | 15% 12% 10%

Intensities in 180° c-plane
0° 2° 4 6° 8° 100 | 12° | 14° | 1e° | 18 | 20° | 22° | 24> | 26° | 28° | 30° | 32° | 34° | 36° | 38°

5844 | 5821 | 5741 | 5608 | 5418 | 5170 | 4864 | 4501 | 4093 | 3648 | 3186 | 2728 | 2296 | 1907 | 1573 | 1295 | 1067 881 728 602

100% | 100% | 98% | 96% | 93% | 88% | 83% | 77% | 70% | 62% | 55% | 47% | 39% | 33% | 27% | 22% 18% 15% 12% 10%

Intensities in 270° c-plane
0° 2° 4° 6° 8° 10° | 120 | 14° | 16° | 18 | 20° | 22° | 24> | 26 | 28> | 30° | 32° | 34° | 36> | 38

5844 | 5821 | 5741 | 5608 | 5418 | 5170 | 4864 | 4501 | 4093 | 3648 | 3186 | 2728 | 2296 | 1907 | 1573 | 1205 | 1067 | 881 | 728 602
100% | 100% | 98% | 96% | 93% | 88% | 83% | 77% | 70% | 62% | 55% | 47% | 39% | 33% | 27% | 22% | 18% | 15% | 12% | 10%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

42.3° 76.6° 105.5° 96.7% 90.9%
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PULSAR

LUXEOS Flood 18 - RGBA (1700K)
Intensities at Distance with 80° Optics

Distance (metre)

Distance (feet)

Lux*

Footcandles*

*measured at
center of beam

Tm
3,3 ft

2395 Ix

222 fed

2

m

6,6 ft

599 Ix

3m 4m
9,8 ft 13,1 ft
150 Ix

Beam center

5m
16,4 ft

96 |Ix

9 fed
Beam width (metre) 1.6 m 32m 4.8m 6.3 m 79m
Beam width (feet) 5.2 ft 10.5 ft 15.5 ft 20.8 ft 26 ft

Beam intensities from 1-20m

im 2m 3m 4m 5m 6m m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m ‘ 19m 20m
33ft | 6.6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 20.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft  45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft ‘ 62.3ft | 65.6ft
2395Ix 5991x 266ix 1501x 961x 671x 491x 371x 30ix 241x 201x 171x 14ix 125 | 11K 9ix 8ix 7ix Tix 6ix
222.5fc | 55.6fc | 24.7fc 13.9fc 8.9fc 6.2fc 4.5fc 3.5fc 2.7fc 2.2fc 1.8fc 1.5fc 1.3fc 1.1fc ‘ 1fc 0.9fc 0.8fc 0.7fc 0.6fc 0.6fc
Intensities in 0° c-plane

0° 5° 10° 15° 20° 257 30° 35° 40° 45° 50° 55° 60° 65° 70° 75° 80° 85° 90° 95°
2395 | 2316 | 2206 | 2183 | 2160 | 2057 | 1826 | 1466 | 1074 AT 432 250 149 95 61 37 18 5 1 0
100% | 97% 92% 91% 90% 86% 76% 61% v 45% 30% 18% 10% 6% 4% 3% 2% 1% 0% 0% 0%
Intensities in 90° c-plane ‘

0° 5% o) 457 20° 25 30° 352 40° 45° 50° 55° 60° 65° ‘ 70° ‘ 757 80° 85° 90° 95°
2395 | 2316 | 2206 | 2183 | 2160 | 2057 | 1826 | 1466 v 1074 7 432 250 149 95 | 61 v 37 18 5 1 0
100% | 97% 92% 91% 90% 86% 76% 61% 45% 30% 18% 10% 6% 4% 3% 2% 1% 0% 0% 0%
Intensities in 180° c-plane

0° 5% 10° 157 20° 25? 30° 35¢° 40° 45° 50° 55¢ 60° 65° ‘ 70° | 5% 80° 85° 90° 958
2395 | 2316 | 2206 | 2183 | 2160 | 2057 | 1826 | 1466 | 1074 AT 432 250 149 95 | 61 37 18 3 1 0
100% | 97% 92% | 91% | 90% 86% 76% 61% v 45% 30% 18% 10% 6% 4% 3% 2% 1% 0% 0% 0%
Intensities in 270° c-plane

0° 5° 10° 15° 20° 25° 30° 35° 40° 45° 50° 55° 60° 65° ‘ 70° ‘ 75° 80° 85° 90° 95°
2395 | 2316 | 2206 | 2183 | 2160 | 2057 | 1826 | 1466 ' 1074 717 432 250 149 95 61 ’ 37 18 5 1 0
100% | 97% 92% | 91% | 90% 86% 76% 61% | 45% | 30% 18% 10% 6% 4% 3% 2% 1% 0% 0% 0%

Beam angle 50%

Field angle 10%

Cutoff angle 2,5%

Intensity ratio in 120° cone

Intensity ratio in 90° cone

76.8°

110.8°

140.5°

95.0%

82.4%
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PULSAR

LUXEOS Flood 18 - RGBA (1700K)
Intensities at Distance with 10x60° & 60x10° Optics

Distance (metre)

Distance (feet)

Lux*

Tm
3,3 ft

2
6,

3617 Ix

m
6 ft

3m 4m
9,8 ft 13,1 ft
904 Ix

1608 Ix

Beam center

5m
16,4 ft

579 Ix

Footcandles*

*measured at
center of beam

336 fcd

149 fcd

84 fcd
‘ 54 fed
Beam width (metre) 0.5 m 09m 1.4 m 1.8m 23m
Beam width (feet) 1.5 ft 3ft 4.4 ft 5.9 ft 7.4 ft
Beam intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m om 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m | 20m
3.3ft 6.6ft 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft = 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft
14469 | 3617k | 1608 | 904ix | 579k | 402x | 205x | 226k | 179x | 145x | 120k | 100k | 86k T4ix 64ix 57ix 50ix 451 40K 36ix
1344.3fc | 336.1fc | 149.4fc | 84fc | 53.8fc | 37.3fc | 27.4fc | 21fc | 16.6fc | 134fc | 11.1%c | 9.3fc 8fc 6.9fc 6fc | 53fc | 47c | 41fc | 37 | 346
Intensities in 0° c-plane
0° 2° 4° 6° 8° 10° 127 14° l 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
14.5K | 13.6K | 13.5K | 13.3K | 13.1K | 12.9K | 12.6K | 12.3K | 11.9K | 11.4K | 10.8K | 10.0K | 9.0K | 80K | 69K | 58K | 4.8K | 3.8K 3.0K | 2.3K
100% | 94% | 93% | 92% | 91% | 89% | 87% | 85% | 82% ‘ 79% | 74% | 69% | 62% | 55% | 48% | 40% | 33% | 27% | 21% 16%
Intensities in 90° c-plane
T T
0° 2° 4° 6° 88 10° q2° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
145K | 14.3K | 10.6K | 6.4K | 3.4K 2.0K 1.4K 1.0K v 0.7K 0.5K | 0.4K 03K | 02K | 02K | 02K | 0.1K | 0.1K 0.1K | 0.1K 0.1K
100% | 99% | 73% | 44% | 24% 14% 9% % 5% 3% 3% 2% 2% 1% 1% 1% 1% 1% | 1% 1%
Intensities in 180° c-plane
0° 2 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
14.5K | 13.6K | 13.5K | 13.3K | 13.1K | 12.9K | 12.6K | 12.3K | 11.9K | 11.4K | 10.8K | 10.0K | 9.0K | 8.0K | 6.9K ‘ 58K | 4.8K 3.8K 3.0K | 2.3K
100% | 94% 93% 92% 91% 89% 87% 85% | 82% 79% 74% 69% 62% 55% 48% | 40% 33% 27% 21% 16%
Intensities in 270° c-plane
0° 20 4° 6° 8° 10° 42 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
145K | 14.3K | 10.6K | 64K | 34K | 20K | 14K | 1.0K ' 07K | 05K | 04K | 03K | 02K | 02K | 0.2K 01K | 0.1K | 0.1K ‘ 0.1K | 0.1K
100% | 99% | 73% | 44% | 24% 14% 9% 7% 5% 3% 3% 2% 2% 1% 1% 1% 1% 1% 1% 1%
Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
25.5° 45.7° 66.1° 97.5% 94.0%
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PULSAR

LUXEOS Flood 18 - RGBA (1700K) .
ISO Candela & ISO Lux diagrams with 10° Optics

ISO candela diagram

90°
10% 8159 cd

75° ——— 20% 16319 cd
30% 24478 cd
40% 32637 cd
45° ——— 50% 40797 cd
60% 48956 cd
70% 57115 cd

60°

30°
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Bl15° = B80%: 65275 ¢d
()]
S 90% 73434 cd
™ [0°
[&]
£
(0]
=>1-15° Conditions:
0 Number of c-planes: 72
Candela at center: 81593 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
5m 16.4f
3% 245Ix
am 13.4f 5%  40.8Ix
10% 81.61Ix
3m 9.8f BO% 245X
50% 408 Ix
2m 6.6f
m 3.3f
om of Conditions:
Number of c-planes: 72
-1m -3.3f "
Lux at center: 816 Ix
-2m T -6.6f
-3m -9.8f
Lux distribution on a surface
-Am 13.1f when lamp is mounted at 10
meters from the surface.
PULSAR
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PULSAR

LUXEOS Flood 18 - RGBA (1700K) .
ISO Candela & ISO Lux diagrams with 20° Optics

ISO candela diagram

O
90° Z
10% 2973 cd rmi
75° ——— 20% 5946 cd I
650° - 30% 8919 cd —
- 40% 11892 cd ()
45° — 50% 14865 cd U
60% 17839 cd >
30°
70% 20812 cd _I
8lise 80% 23785 cd P
()]
5 90% 26758 cd
w [0°
[&]
£
(0]
=>|-15° Conditions:
00 Number of c-planes: 72
Candela at center: 29731 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
5m 16.4f
3% 8.92Ix
4m 134 B Aak
10% 29.7 Ix
3am 9.8f 30% 89.2Ix
50% 149 Ix
2m 6.6f
m 3.3f
Om of Conditions:
Number of c-planes: 72
-im 3. Lux at center: 297 Ix
-2m -6.6f
-3m -98f
Lux distribution on a surface
-4m 13.1f when lamp is mounted at 10
meters from the surface.
PULSAR
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PULSAR

LUXEOS Flood 18 - RGBA (1700K) .
ISO Candela & ISO Lux diagrams with 40° Optics

ISO candela diagram

O
90° Z
10% 584 cd rmi
75° ———— 20% 1169cd I
30% 1753 cd —
v M
40% 2338 cd
45° — 50% 2922cd U
60% 3506 cd >
30°
70% 4091 cd _I
Bl15° 80% 4675 cd P
[e)]
s 90% 5259 cd
w©(0°
[&]
£
O]
>|-15° Conditions:
20 Number of c-planes: 72
Candela at center: 5844 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
15m 49.2f
3% 1.751x
12m 39 4f 5% 2.92 Ix
10% 5.84Ix
9m 29.5¢ $30% 1751
50% 29.2Ix
6m 19.7f
3m 9.8f
om of Conditions:
Number of c-planes: 72
-3m -9.8f Lux at center: 58.4 Ix
Bm -19.7f
-om ' -29.5f
Lux distribution on a surface
-12m -39 4f when lamp is mounted at 10
meters from the surface.
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PULSAR

LUXEOS Flood 18 - RGBA (1700K)
ISO Candela & ISO Lux diagrams with 80° Optics

ISO candela diagram

O
90° Z
10% 239 cd rmi
75° — 20% 479cd xl
s 30% 718cd —
* @)
40% 958 cd
45° 50% 1197 cd U
60% 1437 cd >
30°
70% 1676 cd _I
8l15° 80% 1916 cd P
(o))
5 90% 2155cd
w|0°
Q
=
()
>|15° Conditions:
00 Number of c-planes: 72
Candela at center: 2395 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
30m 98.4f
3% 0.718 Ix
24m - T ; 78 7f 5% 1.20Ix
! ) 10% 2.39Ix
18m 59.1f ) 30% 7.181x
50% 12.0Ix
12m 39.4f
6m 19.7f
Om of Conditions:
| Number of c-planes: 72
-6m ~19.78 Lux at center: 23.9 Ix
-12m -39.4f
-18m -59.1f
) Lux distribution on a surface
_24m — _78.7f when lamp is mounted at 10
meters from the surface.
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PULSAR

LUXEOS Flood 18 - RGBA (1700K) .
ISO Candela & ISO Lux diagrams with 10x60° & 60x10° Optics

ISO candela diagram

90°
10% 1447 cd

75° ——— 20% 289 cd
30% 4341 cd
40% 5788 cd
45° —— 50% 7235cd
60% 8682 cd
70% 10129 cd

60°

30°

-
I
O
|
o
<
rm
—
==
M
3
>

Bl15° — 80% 11576 cd
()] E —— =
5 = 90% 13023 cd
®|0°
[&]
£
(0]
> |-15° Conditions:
00 Number of c-planes: 72
Candela at center: 14469 cd
-45°
-60°
-75°
Horizontal angles
ISO lux diagram
15m 49.2f
3% 4.341x
12m 39.4f 5% 7.23 Ix
— 10% 14.5Ix
50% 72.31x
6m 19.7f
3m 9.8f
Om of Conditions:
Number of c-planes: 72
-3m 0.8 Lux at center: 145 Ix
-6m -19.7f
-9m -29.5f
Lux distribution on a surface
-12m -39 4f when lamp is mounted at 10
meters from the surface.
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PULSAR

LUXEOS Flood 18 - RGBA (1700K) .
Colormetrics RGBA

Spectra Total Lumen Output (Native) : 3874 Im
Efficacy : 32.3 Im/W

Voltage : 240V

Supply Power : 120W

Supply Power Factor : 0.97

-
L
O
=
O
<
i
—]
=2
M
3
>

CIE 1931 CIE 1931 Zoom

0.8

07

06
Vs
05 5
— v
0.4 % 3. 4
. I .
[ 4’% i
0.3 - 9
02
» x: 0.291
0.1 [ y: 0.210
&
0.0
0.0 0.1 02 03 04 05 06
PULSAR
1 Pembroke Avenue, Waterbeach, Cambridge, CB25 9QP
www.pulsarlight.com | sales@pulsarlight.com | +44 (0) 1223 403 500 120f 16




PULSAR

LUXEOS Flood 18 - RGBA (1700K) .

Colormetrics RED

Spectra Red Lumen Output : 1054 Im
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PULSAR

LUXEOS Flood 18 - RGBA (1700K)
Colormetrics GREEN

Spectra Green Lumen Output: 1618 Im
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CIE 1931 CIE 1931 Zoom
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PULSAR

LUXEOS Flood 18 - RGBA (1700K)
Colormetrics BLUE

Spectra

Blue Lumen Output : 356 Im

CIE 1931

CIE 1931 Zoom

220

Auv: n/a
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PULSAR

LUXEOS Flood 18 - RGBA (1700K)
Colormetrics AMBER 1700K

Spectra Amber 1700K Lumen Output : 1968 Im

CIE 1931 CIE 1931 Zoom

0.8

: { 1714 K
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- x: 0.572
01 | | y: 0.419
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Should further photometric variations be required, please contact our Head Office.
As part our commitment to continuous improvement PULSAR may change the specifications of its products without prior notification or public announcement.
All descriptions, illustrations, drawings and specifications in this publication present only general particulars and shall not form part of any contract.
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